
Manufacturer: Chint Power Systems America
Model #: CPS SCA50KTL-DO/US-480

Rated Maximum Continuous Output Power: 50.00 kW Night Tare Loss: -0.88 W

Vmin: 480 Vdc Vnom: 730 Vdc Vmax: 850 Vdc

Power Level (%; kW)
10% 20% 30% 50% 75% 100%

Input Voltage (Vdc) 5.00 10.00 15.00 25.00 37.50 50.00 Wtd
Vmin 480 95.6 96.8 97.5 97.9 97.8 97.7 97.6
Vnom 730 98.0 98.6 98.8 98.8 98.7 98.6 98.7
Vmax 850 97.7 98.5 98.6 98.7 98.6 98.5 98.6

CEC Efficiency = 98.5%
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Minimum of 5 samples required

Specified Sample #1 Sample #2 Sample #3 Sample #4 Sample #5
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10% Vmin 5053.85 480.89 95.60 5054.31 480.90 95.61 5054.02 480.90 95.61 5054.32 480.90 95.61 5054.33 480.90 95.61
20% Vmin 10076.83 480.88 96.87 10069.06 480.91 96.85 10082.06 481.02 96.84 10078.94 480.94 96.84 10079.67 480.87 96.83
30% Vmin 15140.83 480.82 97.50 15137.11 480.78 97.49 15126.33 480.80 97.47 15125.94 480.78 97.47 15116.11 480.79 97.47
50% Vmin 25153.56 480.95 97.84 25166.78 480.99 97.87 25158.78 481.02 97.87 25186.00 481.08 97.86 25152.89 480.95 97.83
75% Vmin 37557.33 481.15 97.84 37557.83 481.11 97.84 37569.56 481.13 97.83 37559.89 481.11 97.83 37551.78 481.10 97.83
100% Vmin 50132.39 481.27 97.70 50129.22 481.28 97.69 50141.56 481.30 97.69 50145.61 481.31 97.69 50143.56 481.31 97.69

10% Vnom 5049.79 729.63 98.02 5050.01 729.65 98.02 5046.89 729.64 98.00 5049.29 729.63 98.02 5050.62 729.64 98.02
20% Vnom 10028.24 729.73 98.63 10029.43 729.73 98.63 10029.79 729.74 98.63 10029.55 729.74 98.63 10028.29 729.73 98.63
30% Vnom 15358.88 733.70 98.78 15357.06 733.70 98.78 15359.26 733.70 98.77 15353.82 733.70 98.77 15354.78 733.70 98.77
50% Vnom 24989.09 729.81 98.80 24985.28 729.81 98.80 24996.81 730.09 98.80 24991.76 729.83 98.80 24989.53 729.83 98.80
75% Vnom 37484.89 730.00 98.72 37481.59 730.00 98.72 37481.05 730.00 98.72 37484.17 730.00 98.72 37476.56 730.00 98.72
100% Vnom 50008.21 730.16 98.61 50015.07 730.16 98.61 50013.74 730.16 98.61 49998.97 730.15 98.61 50015.50 730.16 98.61

10% Vmax 4971.69 849.82 97.73 4971.59 849.81 97.73 4974.05 849.82 97.74 4973.26 849.82 97.73 4973.39 849.82 97.73
20% Vmax 10014.74 849.97 98.46 10013.54 849.95 98.46 10015.37 849.91 98.46 10014.96 849.94 98.46 10015.24 849.93 98.46
30% Vmax 15016.32 849.00 98.63 15017.35 849.00 98.62 15017.12 849.00 98.62 15017.43 849.00 98.62 15013.58 848.99 98.62
50% Vmax 24969.05 848.00 98.66 24971.63 848.00 98.66 24961.79 848.00 98.66 24994.78 848.00 98.66 24972.16 848.00 98.66
75% Vmax 37521.21 848.11 98.59 37516.74 848.11 98.59 37511.32 848.11 98.59 37502.20 848.10 98.59 37499.06 848.11 98.59
100% Vmax 49986.48 848.29 98.47 49988.26 848.29 98.47 49986.78 848.29 98.47 50003.10 848.29 98.47 49995.02 848.30 98.47
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