
Manufacturer: Ningbo Ginlong Technologies Co.,Ltd.

Model #: GCI-1.5K-2G-W-US (208V)

Rated Maximum Continuous Output Power: 1.49 kW Night Tare Loss: 0.25 W

Vmin: 170 Vdc Vnom: 280 Vdc Vmax: 400 Vdc

Power Level (%; kW)
10% 20% 30% 50% 75% 100%

Input Voltage (Vdc) 0.15 0.30 0.45 0.75 1.12 1.49 Wtd
Vmin 170 92.0 94.1 95.4 96.3 96.1 95.7 95.7
Vnom 280 93.2 94.8 95.8 96.6 96.2 96.0 96.1
Vmax 400 93.3 95.1 95.9 96.8 96.4 96.1 96.2

CEC Efficiency = 96.0%
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Inverter Efficiency Data

Minimum of 5 samples required

Specified Sample #1 Sample #2 Sample #3 Sample #4 Sample #5
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(% of rated) (Vdc) (kW) (Vdc) (%) (kW) (Vdc) (%) (kW) (Vdc) (%) (kW) (Vdc) (%) (W) (Vdc) (%)
10% Vmin 0.176 170.63 92.04 0.169 170.69 92.05 0.168 170.69 92.01 0.175 170.31 92.03 0.173 170.23 92.06
20% Vmin 0.324 170.59 94.14 0.325 170.68 94.16 0.324 170.56 94.13 0.328 169.56 94.12 0.326 170.98 94.15
30% Vmin 0.46 169.33 95.38 0.468 169.55 95.37 0.467 169.88 95.36 0.467 170.29 95.39 0.461 170.63 95.41
50% Vmin 0.762 169.57 96.32 0.763 169.33 96.28 0.768 169.78 96.27 0.768 169.75 96.31 0.768 169.75 96.26
75% Vmin 1.259 170.41 96.05 1.261 170.25 96.07 1.263 170.52 96.03 1.269 170.33 96.05 1.274 170.33 96.07
100% Vmin 1.553 171.11 95.67 1.551 171.32 95.69 1.554 171.33 95.68 1.533 171.45 95.68 1.552 171.45 95.67
10% Vnom 0.174 280.32 93.21 0.176 280.32 93.27 0.178 280.31 93.25 0.169 280.87 93.19 0.175 279.23 93.21
20% Vnom 0.323 280.56 94.87 0.324 280.55 94.81 0.325 279.87 94.79 0.325 280.56 94.75 0.326 279.89 94.76
30% Vnom 0.462 279.65 95.79 0.461 281.47 95.84 0.468 280.33 95.87 0.456 279.23 95.89 0.456 281.36 95.84
50% Vnom 0.768 279.45 96.67 0.765 280.69 96.65 0.752 280.56 96.61 0.765 279.57 96.67 0.765 279.63 96.64
75% Vnom 1.265 280.33 96.21 1.268 279.33 96.24 1.271 281.21 96.27 1.274 280.66 96.26 1.269 281.33 96.25
100% Vnom 1.532 281.41 96.05 1.531 279.87 96.03 1.523 280.56 96.05 1.532 281.31 96.07 1.526 281.29 96.01
10% Vmax 0.176 400.36 93.25 0.168 400.98 93.27 0.168 400.32 93.26 0.178 400.56 93.24 0.169 400.32 93.25
20% Vmax 0.322 400.56 95.11 0.323 400.78 95.12 0.324 400.56 95.14 0.463 400.78 95.12 0.325 401 95.13
30% Vmax 0.456 400.21 95.91 0.457 399.58 95.92 0.461 401.78 95.91 0.766 399.78 95.94 0.463 369.87 95.93
50% Vmax 0.769 401.36 96.74 0.763 399.87 96.76 0.768 401.89 96.78 0.768 399.89 96.79 0.769 399.56 96.77
75% Vmax 1.265 401.87 96.45 1.264 400.56 96.43 1.268 400.66 96.44 1.268 400.73 96.46 1.264 401.25 96.43
100% Vmax 1.532 399.89 96.11 1.535 401 96.15 1.523 399.87 96.14 1.536 401.25 96.13 1.532 400.59 96.15
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