fanufacturer: Schuco USA L.P.
Model #: SWR2500U - 240Vac mode

Rated Maximum Continuous Output Power: 2.5 kW Night Tare Loss: 0.318 W
Vmin: 250 Vdc Vnom: 300 Vdc Vmax: 480 Vdc
Power Level (%; kW)
10% 20% 30% 50% 75% 100%
Input Voltage (Vdc) 0.25 0.50 0.75 1.25 1.88 2.50 Witd
Vmin 250 91.03% 93.93% 94.57% 94.53% 93.90% 93.26%| 93.97%
Vnom 300 89.79% 93.21% 93.89% 94.15% 93.66% 92.89%| 93.57%
Vmax 480 86.28% 90.48% 91.91% 92.59% 92.33% 91.84%| 91.98%
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Specified Sample #1 Sample #2 Sample #3 Sample #4 Sample #5

Input
Output Volta Output Input Output  Input Output  Input Output  Input Output  Input
Power ge Power Voltage Efficiency Power Voltage Efficiency Power Voltage Efficiency Power Voltage Efficiency Power Voltage Efficiency
% of rated (Vdc) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%)

10% Vmin 248 251 90.97% 248 251 91.05% 248 251 91.01% 248 251 90.97% 249 251 91.17%
20% Vmin 503 251 93.98% 503 251 94.07% 503 251 94.01% 502 251 93.82% 502 251 93.78%
30% Vmin 747 251 94.59% 747 251 94.51% 747 251 94.51% 747 251 94.62% 748 251 94.62%
50% Vmin 1,257 251 94.52% 1,268 251 94.54% 1,258 251 94.52% 1,257 251 94.49% 1,258 250 94.55%
75% Vmin 1,874 250 93.85% 1,875 250 93.71% 1,874 250 94.02% 1,873 249 94.09% 1,876 250 93.85%
100% Vmin 2,409 253 93.16% 2,410 253 93.30% 2,409 253 93.19% 2,408 253 93.26% @ 2,408 253 93.37%

10% Vnom 248 302 90.04% 247 302 89.69% 247 302 89.75% 247 302 89.62% 247 302 89.87%
20% Vnom 504 302 93.06% 504 302 93.23% 505 302 93.36% 505 302 93.15% 509 302 93.25%
30% Vnom 751 302 93.93% 751 302 93.98% 751 302 93.90% 750 302 93.69% 751 302 93.96%
50% Vnom 1,245 301 94.31% 1,243 301 94.16% 1,244 301 94.08% 1,243 302 93.97% 1,243 302 94.21%
75% Vnom 1,869 301 93.69% 1,869 301 93.60% 1,868 301 93.65% 1,869 301 93.68% 1,870 301 93.67%
100% Vnom 2,406 305 9297% 2,406 305 92.82% 2,409 305 92.83% 2,41 305 9291% 2,405 305 92.93%
10% Vmax 259 483 86.29% 260 483 86.33% 259 484 86.35% 258 484 86.31% 258 483 86.14%
20% Vmax 502 483 90.40% 502 483 90.48% 502 483 90.56% 502 483 90.39% 503 483 90.56%
30% Vmax 753 483 91.98% 752 483 91.87% 753 483 91.87% 753 483 92.09% 752 483 91.74%
50% Vmax 1,241 483 92.68% 1,242 483 92.65% 1,242 483 92.67% 1,242 483 92.39% 1,242 483 92.57%
75% Vmax 1,909 483 92.51% 1,872 483 92.34% 1,872 483 92.20% 1,870 483 92.23% 1,872 483 92.30%
100% Vmax 2,402 485 91.82% 2,397 485 91.98% 2,398 485 92.05% 2,392 485 91.51% 2,401 485 91.82%




