
Manufacturer: SolarEdge Technology

Model #: SE7000

Rated Maximum Continuous Output Power: 7.02 kW Night Tare Loss: -2.24 W

Vmin: 405 Vdc Vnom: 425 Vdc Vmax: 480 Vdc

Power Level (%; kW)
10% 20% 30% 50% 75% 100%

Input Voltage (Vdc) 0.70 1.40 2.10 3.51 5.26 7.02 Wtd
Vmin 405 97.7 98.2 98.3 98.2 97.9 97.6 98.0
Vnom 425 97.6 98.2 98.2 98.1 97.9 97.6 98.0
Vmax 480 97.2 98.0 98.1 98.0 97.8 97.5 97.8

CEC Efficiency = 98.0%
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Inverter Efficiency Data

Minimum of 5 samples required

Specified Sample #1 Sample #2 Sample #3 Sample #4 Sample #5
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(% of rated) (Vdc) (kW) (Vdc) (%) (kW) (Vdc) (%) (kW) (Vdc) (%) (kW) (Vdc) (%) (W) (Vdc) (%)
10% Vmin 0.6706 405.4 97.728 0.67 405.41 97.699 0.671 405.41 97.713 0.67 405.41 97.708 0.67 405.42 97.713
20% Vmin 1.4335 405.43 98.237 1.434 405.43 98.239 1.433 405.44 98.237 1.433 405.45 98.245 1.435 405.44 98.238
30% Vmin 2.131 405.45 98.284 2.134 405.44 98.291 2.135 405.44 98.300 2.136 405.44 98.287 2.135 405.46 98.297
50% Vmin 3.567 405.43 98.177 3.571 405.44 98.180 3.573 405.44 98.178 3.574 405.44 98.184 3.574 405.45 98.182
75% Vmin 5.317 405.49 97.894 5.324 405.51 97.893 5.33 405.49 97.895 5.333 405.51 97.890 5.336 405.5 97.893
100% Vmin 7.024 405.57 97.625 7.025 405.57 97.624 7.026 405.56 97.625 7.025 405.56 97.624 7.025 405.57 97.622
10% Vnom 0.6829 425.42 97.593 0.683 425.4 97.597 0.683 425.41 97.597 0.683 425.41 97.608 0.682 425.42 97.596
20% Vnom 1.4185 425.43 98.181 1.419 425.44 98.182 1.419 425.43 98.175 1.419 425.42 98.174 1.418 425.43 98.185
30% Vnom 2.131 425.47 98.235 2.13 425.49 98.229 2.131 425.48 98.236 2.131 425.48 98.234 2.131 425.47 98.228
50% Vnom 3.54 425.48 98.143 3.544 425.47 98.140 3.546 425.49 98.143 3.549 425.48 98.139 3.55 425.48 98.138
75% Vnom 5.298 425.52 97.869 5.305 425.52 97.870 5.311 425.53 97.867 5.32 425.53 97.868 5.324 425.53 97.868
100% Vnom 7.017 425.59 97.578 7.015 425.59 97.581 7.015 425.59 97.584 7.014 425.59 97.577 7.014 425.59 97.580
10% Vmax 0.6757 480.48 97.253 0.676 480.48 97.236 0.678 480.47 97.243 0.677 480.47 97.248 0.677 480.47 97.259
20% Vmax 1.4243 480.48 97.972 1.425 480.47 97.978 1.425 480.46 97.965 1.425 480.48 97.964 1.426 480.48 97.965
30% Vmax 2.1251 480.49 98.079 2.126 480.47 98.083 2.125 480.49 98.081 2.127 480.49 98.085 2.126 480.49 98.084
50% Vmax 3.533 480.5 98.003 3.539 480.49 98.013 3.534 480.5 98.026 3.539 480.5 98.030 3.54 480.52 98.027
75% Vmax 5.302 480.55 97.762 5.321 480.54 97.762 5.331 480.53 97.766 5.338 480.54 97.758 5.339 480.55 97.758
100% Vmax 7.012 480.61 97.483 7.012 480.61 97.481 7.01 480.62 97.483 7.01 480.61 97.484 7.011 480.6 97.481
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