Manufacturer: SunPower Corp

Model #: MI-C-320-US208/240-XX

Rated Maximum Continuous Output Power: 0.32 kW Night Tare Loss: 0.04 W
Vmin: 53 Vdc Vnom: 60 Vdc Vmax: 64 Vdc
Power Level (%; kW)
10% 20% 30% 50% 75%  100%
Input Voltage (vVdc) [ 0.03 0.06 0.10 0.16 0.24 0.32 Witd
Vmin 53 92.7 95.6 96.3 96.2 96.0 95.4 95.9
Vnom 60 914 95.1 95.9 96.1 95.9 95.5 95.7
Vmax 64 90.6 94.8 95.7 96.1 96.0 95.7 95.7
CEC Efficiency = 96.0%
100
95 i ————
90
O\O
3
2 85
(]
o
0 80
——53
75 Vdc
—i—60
vd
70 1
0% 10% 20% 30% 40% 50% 60% 70% 80% 90% 100%
% of Rated Output Power




Inverter Efficiency Data

Minimum of 5 samples required

Specified Sample #1 Sample #2 Sample #3 Sample #4 Sample #5

Output Input Output | Input Output | Input Output | Input Output | Input Output | Input

Power Voltage Power | Voltage | Efficiency | Power Voltage Efficiency || Power | Voltage Efficiency | Power | Voltage | Efficiency || Power | Voltage | Efficiency

(% of rated) (Vdc) (kW) (Vdc) (%) (kW) (vdc) (%) (kW) (Vvdc) (%) (kW) (Vdc) (%) (W) (Vvdc) (%)
10% Vmin 30.74 | 52.99 92.65 30.78 | 52.99 92.77 30.74 | 53.00 92.62 30.74 = 53.00 92.62 30.70 | 52.99 92.53
20% Vmin 68.07 | 53.00 95.56 68.14 | 53.01 95.66 68.04 | 53.01 95.52 68.01 | 53.01 95.63 68.01 | 53.01 95.48
30% Vmin 98.47 | 53.00 96.24 98.40 | 52.99 96.19 98.51 | 52.99 96.32 98.42 | 52.99 96.21 98.48 | 52.99 96.30
50% Vmin 160.12 | 52.99 96.19 160.17 | 52.99 96.20 160.15 | 53.00 96.19 160.11 | 53.00 96.17 160.17 | 52.99 96.20
75% Vmin 225.26 | 53.00 95.94 225.25 53.00 95.94 225.31 | 53.00 95.96 225.27 53.00 95.95 225.34 | 53.00 95.96
100% Vmin 305.56 | 52.99 95.40 305.46 | 52.99 95.39 305.42 | 53.00 95.35 305.38 53.00 95.34 305.30 | 53.00 95.32
10% Vnom 30.26 | 60.01 91.34 30.28 | 60.01 91.48 30.23 | 60.01 91.27 30.31 | 60.01 91.57 30.23 | 60.00 91.30
20% Vnom 68.68 | 60.00 95.11 68.65 @ 60.00 95.10 68.61 | 60.00 95.01 68.69 @ 60.00 95.10 68.68 | 60.00 95.10
30% Vnom 97.99 | 60.01 95.87 98.01 = 60.00 95.89 98.05 | 60.00 95.93 97.94 | 60.01 95.84 97.99 | 59.99 95.91
50% Vnom 174.17 | 60.00 96.10 174.19 | 60.00 96.11 174.27 | 60.00 96.14 174.20 | 60.01 96.09 174.19 | 60.00 96.09
75% Vnom 226.47 | 59.99 95.88 226.58 60.00 95.91 226.57 | 59.99 95.92 226.57  60.00 95.92 226.69 | 60.00 95.95
100% Vnom 303.04 | 59.98 95.49 303.05 60.00 95.48 303.00 | 60.00 95.47 302.98 | 60.01 95.44 302.96 @ 60.01 95.43
10% Vmax 30.03 | 63.99 90.45 30.05 @ 64.00 90.54 30.07 | 64.00 90.57 30.08 | 64.01 90.66 30.04 | 64.00 90.54
20% Vmax 69.40 | 63.99 94.77 69.42 | 63.98 94.77 69.47 | 63.98 94.83 69.39 | 63.99 94.76 69.38 | 63.99 94.74
30% Vmax 96.81 | 64.00 95.63 96.96 = 64.00 95.76 96.89 | 64.00 95.67 96.90 @ 64.00 95.68 96.87 | 64.00 95.66
50% Vmax 173.27 | 64.00 96.08 173.24 | 64.00 96.06 173.22 | 64.00 96.05 173.24 | 64.01 96.06 173.27 | 64.01 96.06
75% Vmax 226.19 | 64.00 96.02 226.20 | 63.98 96.05 226.18 | 63.98 96.05 226.12 | 63.98 96.03 226.15 | 63.98 96.05
100% Vmax 305.22 | 64.01 95.72 305.23 | 64.01 95.72 305.13 | 64.01 95.70 305.13  64.00 95.70 305.03 | 64.01 95.68
Specified Sample #6 Sample #7 Sample #8 Sample #9 Sample #10

Output Input Output | Input Output | Input Output | Input Output | Input Output | Input

Power Voltage Power | Voltage | Efficiency | Power Voltage Efficiency || Power | Voltage Efficiency | Power | Voltage | Efficiency || Power | Voltage | Efficiency

(% of rated) (vdc) (W) (Vvdc) (%) (W) (vdc) (%) (W) (Vvdc) (%) (W) (vdc) (%) (W) (Vvdc) (%)

10% Vmin 30.77 | 52.99 92.71 30.76 | 52.99 92.71

20% Vmin 68.13 | 53.01 95.65 68.05 | 53.01 95.52

30% Vmin 98.52 | 52.98 96.35 98.46 | 52.99 96.27

50% Vmin 160.15 | 52.99 96.20 160.11 | 52.99 96.18

75% Vmin 225.29 | 53.00 95.95 225.32  53.00 95.97

100% Vmin 305.38 | 53.00 95.35 305.38 53.00 95.33

10% Vnom 30.28 | 60.01 91.43 30.21 | 60.02 91.27

20% Vnom 68.60 | 60.00 95.03 68.60 @ 60.00 94.99

30% Vnom 98.00 | 60.00 95.90 98.02 = 60.00 95.93

50% Vnom 174.24 | 60.01 96.11 174.31 | 60.00 96.14

75% Vnom 226.61 | 60.00 95.92 226.65 | 59.99 95.95

100% Vnom 302.95 | 60.01 95.43 302.84 | 60.01 95.42

10% Vmax 30.050 | 64.000 | 90.510 30.100 | 63.990 | 90.770

20% Vmax 69.450 | 63.980  94.850 69.450 | 63.980 | 94.840

30% Vmax 96.840 | 64.000 | 95.630 96.950 | 64.010 | 95.740

50% Vmax 173.2201 64.010 | 96.040 | 173.290| 64.010  96.070

75% Vmax 226.210| 63.980  96.060 |/ 226.180| 63.980 | 96.060

100% Vmax 305.150| 64.010 | 95.690 | 305.148| 64.010 | 95.700
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