Manufacturer: Raum Energy Inc. for Windterra Systems Inc.

Model #: ECO1200

Rated Maximum Continuous Output Power @25°C: 1.200 kW Tare Loss: 10.80 W
Rated Maximum Continuous Output Power @40°C: 1.200 kW
Vmin: N/A Vdc Vnom: N/A Vdc Vmax: N/A Vdc
Power Level (%; kW)
10%  20% 30% 50% 75%  100%
Input Voltage 0.12 0.24 0.36 0.60 0.90 1.20 Wid
N/A 73.78 81.71 83.51 87.18 86.93 8552 85.72
CEC Efficiency = 85.5%
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Minimum of 5 samples required

Inverter Efficiency Data

Specified Sample #1 Sample #2 Sample #3 Sample #4 Sample #5
Output Input Output Input Output Input Output Input Output Input Output Input
Power Voltage Power | Voltage @ Efficiency Power | Voltage | Efficiency Power | Voltage | Efficiency | Power | Voltage | Efficiency | Power @ Voltage | Efficiency
(% of rated) |(Vac) Sigma (W) [Vac)Sme (%) (W) (Vac)Sma (%) (W) (Vac)Sma (%) (W) (Vac)Sma (%) (W) (Vac)Sma (%)
10% 100.5 98.34 1100.48| 73.78 98.40 @ 100.51 73.79 98.38 | 100.56  73.78 98.32 | 100.61 | 73.75 98.47 | 100.63 | 73.76
20% 134.1 241.62 | 134.02| 81.68 242.06 | 134.04 | 81.70 242.35 | 134.06 | 81.71 242.43 | 134.07 | 81.71 242.64 | 134.10| 81.71
30% 148.4 370.37 | 148.36| 83.50 370.59 @ 148.39 83.50 370.95  148.42 | 83.50 371.32 | 148.43 | 83.51 371.72 | 148.47 | 83.51
50% 183.3 606.29 | 183.04| 87.18 606.67 | 183.10 87.18 607.12 | 183.18 | 87.18 606.75 | 183.32 | 87.19 607.26 | 183.35| 87.19
75% 216.9 936.40 | 216.77| 86.94 935.82 | 216.87 86.93 935.78 | 216.88 | 86.93 935.73 | 216.89 | 86.93 936.23 | 216.86 | 86.93
100% 269.7 1203.57 269.68 4 85.50 1203.57  269.71 85.51 1201.97 269.87  85.51 1201.63 269.86  85.51 1204.10 | 269.63 | 85.52
Specified Sample #6 Sample #7 Sample #8 Sample #9 Sample #10
Output Input Output Input Output Input Output Input Output Input Output Input
Power Voltage Power | Voltage | Efficiency Power | Voltage @ Efficiency Power | Voltage | Efficiency Power | Voltage | Efficiency Power | Voltage | Efficiency
(% of rated) (Vac) Sigma (W) [Vac)Sme (%) (W) (Vac)Sma (%) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%)

10% 100.5 98.83 | 100.61| 73.81 98.95 100.63  73.82
20% 134.1 243.06 | 134.13| 81.72 243.72 | 134.17 81.74
30% 148.4 372.01 | 148.52| 83.52 372.42 148,55 83.54
50% 183.3 607.77 | 183.38| 87.18 608.79 | 183.34 87.18
75% 216.9 935.61 | 216.98| 86.94 935.46 | 217.01 86.94

100% 269.7 1204.20 269.64 4 85.53 1203.50 269.69 85.54




	Windterra ECO1200.pdf
	Windterra ECO1200d

